EURO-STYLE QUICK DISCONNECT RECEPTACLES

e

Female Euro-style with
locknut

PA self-extinguishing
molded connector shell

Convenient screw
terminations

Dimensional data

~52.5

M12x 1

Application Class: HNA acc. to DIN 40040 Body: PA self-extinguishing
(40 T +90 T / < 100%IF) Locknut; Nickel plated brass
MoulQed Body:  PAself-extinguishing Protection: IP 67
Nominal Power: ~ 4A Mode of Connection:  Screw clamps
Nominal Voltage:  3+4poles, 125VAC/150VDC Insulation Group: C acc,to VDE 0110
5poles, 30VAC/36VDC Test Voltage: 3+dpoles, 1,25 KV eff./60s.
Contact: CuZn, 2-4UMICuSnZn Spoles, 1,0 KV et /G0s.
O-Ring: NBR Insulation Resistance:  >10 Q
Face View Max. Wire section Screw Joint
Part-N Pol
2l oles female (mm?’) S for cable
PG7
R-FS4/3KZ/PG7 15 $4.0-6.0mm
® @ max.
(oNe)
4 0.75mm’
@770 PG9
R-FS4/3KZ/PG9 19 6,08 omm
PG7
R-FS4KZ/PG7 o 0 15 $4.0-6.0mm
0 O max.
: z
® @ 0.75mm GO
R-FS4KZ/PG9 19 $6.0-8.0mm
PG7
R-FS5KZ/PG7 o @ 15 b4.0-6.0mm
() max.
5 | gy z
® ©) 0.75mm pGo
R-FS5KZ/PG9 19 $6.0.8 0mm
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EURO-STYLE QUICK DISCONNECT RECEPTACLES
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locknut -
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® Right-ongle style T

® Nylon molded connector y
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shell ]
e Convenient screw LT
ferminations

)

M12x 1

~27.5

Application Class: ~ HNA acc. to DIN 40040 Body: PA self-extinguishing
(-40C [+90°C /< 100%rF) Locknut: Nickel plated brass
Moulded Body: ~ PA self-extinguishing Protection: IP 67
Nominal Power:  4A Mode of Connection: ~ Screw clamps
Nominal Voltage: ~ 3+4poles, 125VAC/150VDC Insulation Group: C acc.to VDE 0110
5poles, 30VAC/36VDC Test Voltage: 3+dpoles, 1,25 KV eff./60s.
Contact: CuZn,2-4UM CuSnZn Spoles, 1,0 KV eff./60s.
O-Ring: NBR Insulation Resistance: >10°0
Face View Max. Screw Joint
Part-No Poles female Wire section tor cable SW ...
R-FA4/3KZ/IPG7 PG7 15
©) ®@ e $4.0-6.0mm
:
@o ° o 0.75mm’ .
PG9
R-FA4/3KZ/PG9 oo 19
PG7
R-FA4KZ/PG7 .
o0 o, $4.0-6.0mm 15
4 0 O
@@ 0.75mm’
PG9
R-FASKZ/PG7 2406 0mm 19
®O O® max.
5 @@ 0.75mm’
R-FA5KZ/PG9 Fo)
i 06.0-8.0mm 19
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EURO-STYLE QUICK DISCONNECT RECEPTACLES

Dimensional data

® Male Euro-style with

locknut

MI12x1

SW..

e Nylon molded

connector shell

e Convenientscrew
terminations

Application Class: ~HNA ac. to DIN 40040 Body. PA self- extinguishing
(25 C 1490 T/ < 100%F) Locknut: Nickel plated brass

Protection: IP 67
Mode of Connection;  Screw clamps
Insulation Group: Cacc.to VDE 0110

Moulded Body: ~ PA, self-extinguishing
Nominal Power:  4A
Nominal Voltage: ~ 3+4poles, 125VAC/150VDC

E oles. 30VACI3BVDC Test Voltage: 3+dpoles, 1,25 KV eff./60s.
poles, 5poles, 1,0 KV eff /60s.
Contact: CuSn, 2-4UM CuSnZn Insulation Resistance: f?(;z e
O-Ring: NBR ulation Resistance:
Part-No Poles Fafnea\lgew Max. Wire section Screw Joint for cable SW ...
PG7
R-MS3KZ/PG7 6 o . 24.0-6.0mm *
3 @ z
@ 0.75mm PGY
R-MS3KZ/PG9 $6.0-8.0mm 19
R-MS4KZ/PG7 PG7 15
@ @ e $4.0-6.0mm
s G2 z
@ @ 0.75mm PG
R-MS4KZ/PG9 $6.0-8.0mm 19
R-MS5KZ/PG7 PG7 15
@ @ e $4.0-6.0mm
5 z
@ @ 0.75mm oG
R-MS5KZ/PG9 $6.0-8.0mm 19
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EURO-STYLE QUICK DISCONNECT RECEPTACLES

Male Euro-style with
locknut
! Right-angle type @/\?g IS
- 74

Nylon molded
connector shell

Lmi2x1

~27.5

e Convenient screw
terminations

Application Class:  HNA acc. to DIN 40040 Body: PA, self-extinguishing
(-25 T +90 C / < 100%rF) Locknut: Nickel plated brass
Moulded Body:  PA, self-extinguishing Protection: [P 67
Nominal Power:  4A #/Iod(\a/ olf CorTnect|on. ic;ewlclar:zs I
Nominal Voltage: ~ 3+4poles 125VAC/150VDC est Voltage: 5+ |p°j36 K\f ff/ZO. s
Spoles, 30VAC/36VDC Insulation Group; Cp:cist,o ,\/DEO(:16 )
Contact CuZn 2-4UMICUSNZn o ‘; e
O-Ring: NBR nsulation Resistance: > 10°Q
Part-No Poles Facr::a\lgew Max. Wire section | Screw Joint for cable SW ...
R-MA3KZ/PG7 PG7 15
® ® max. $4.0-6.0mm
3 @ 0.75mm
@ mm
R-MA3KZ/PG9 PG9 19
$6.0-8.0mm
R-MA4KZ/PG7 o OPGGO7mm 15
@ @ max. e
4 @ 0.75mm’
0o PG9
R-MA4KZ/PG9 19
$6.0-8.0mm
PG7
R-MA5KZ/PG7 ® 0 4.0-6.0mm 15
5 max.
@ ©) 0.75mm
R-MA5KZ/PG9 PGY 19
$6.0-8.0mm
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